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Handrail pipe shall be ASTM B241, Alloy 6063-T6 or Alloy 6061-T6.
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CHAIN ATTACHMENT
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Items not shown same as ’Side Efevation" of "Handrail Details"
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SIDE ELEVATION

Drill_and ream for 35* ¢ bolt
with hexagon locknut and two
stainless steel washers.
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See "ELEVATION" at right for dimensions.
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PLAN AT HANDRAIL JOINT

Detalls not shown same as “PLAN"

ELEVATION AT HANDRAIL JOINT @

12/21. X Z/ZH X 5/6”

Each side -
Field drill % ¢ hole for 567 ¢
eye-bolt. (At approximately
elevation of upper handrail pipe.)

3-6" of chain required for

each location. (Approx.J (3)
Bronze or stainless
steel swivel eye snap
at handrall end

5" ¢ stainless
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3-10" chain (3
(Approx.)

SAFETY CHAIN
One required for each end of each walkway.
Bronze or stainless

steel swivel eye snap
at handrail end

Walkway bracket
Eyebolt

ALTERNATE SAFETY CHAIN ‘A TTACHHMENT

Details not shown simitar to “"Safety Chain’’ Details
(Walkway omifted for clarity)

@3',5 " galvanized steel chain, approximately 12 links per foot.
Chain to .be hot dip galvanized after manufacture and suitable
for prolonged exterior exposure. Alternate materials may be
substituted with the Engineer’s approval.

@Exfrus/’on.s may be used in lieu of the details shown, with
approval of the Engineer.

Vertical member of walkway bracket
(No sign interference)

steel eye-bolts.

Provide hexagon locknut and
stalnless steel washer.
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